SUNSHINE SHOPPE

1300 TACOMA AVENUE
UNIVERSITY AVENUE BISMARCK, NORTH DAKOTA

TOPSOIL NOTES

: ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE, CURB & GUTTER OR OTHER

IMPROVEMENTS SHALL BE COVERED WITH A MINIMUM OF 6" OF TOPSOIL AND
SEEDED OR PLANTED AS SPECIFIED.

X

<

&

@ ALL IMPORTED TOPSOIL SHALL BE NATURAL, FRIABLE, FERTILE, FINE, SANDY-LOAM .lﬂﬂ .IE Q

TOPSOIL. IT SHALL BE FREE FROM SUBSOIL, NOXIOUS WEEDS, STONES, LIME, «

CEMENT, ASHES, SLAG, OR OTHER DELETERIOUS MATTER. 3

>

@ TOPSOIL SHALL BE PLACED AND SEEDED AS SOON AS PRACTICAL TO MINIMIZE WIND pd Q

AND WATER EROSION. BACKFILL BEHIND CURB AND GUTTERS AND SIDEWALK AS O >

SOON AS REASONABLE TO PREVENT STANDING WATER AND PROTECT THE Nl

IMPROVEMENTS. <| -
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SEEDING NOTES 0 20’ 40’

CLEAR AND GRUB SITE BEFORE SEEDING ENSURING THAT THE SITE IS IN A SMOOTH E

CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2" IN DIAMETER.
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conditions of the job site, including safety of all persons before commencing work, and agrees to be fully responsible

n th .
and property during performance of the work. This require— warranty these plans as constructed except in the specific

. for any ond ali damages which might be occasioned by the
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